American Test Lab, Inc.
1656 Calvert Road, Brevard, NC 28712
Phone (828) 884-3700 Fax (828) 884-3710
Web www.atlsfcon. E-Mail atli@citcom.pet

ATLNC 0428.01-04 Report Date: 5/28/04
ATLNC Certification # 03-0210.02 - Test Dates: 04/28/04 - 05/13/04
Test Reguested By: KD Manufacturing

5900 S. US Highway 1
Grant, Fl 32949
Phone 321-409-2900 Fax 321-409-2640

Test Standards: : FBC 2003 TAS 201-84, 202-94, 203-94
ASTM E 330-97, E 1886-97, E 1996-02

Design Pressures:
Specimens B1, B2, B3 ,B4 +28 -28
Specimen BS +40 40
Specimen B6 +55 -55

Description of product tested:

0.050" x 14-7/8" wide x 1-7/8" deep roll formed aluminum panels as shown in KDMI
Drawing No. 12-10 dated 12-12-03.
uration:

Specimens B1, B2, B3: Wall mount. (4) 0.050" x 144" panels mounted in a 139" masonry opening
for impact and Cyclic Tests. At the head an extonded "F" track was fastened to solid concrete with
(S) 1/4" x 1-3/4" hex washer head Elco concrete screws (12" oc in line), and panels were fastened
to "F" track with (5) 1/4-20 x 1" square head bolte (12_1/7" Ar\ with wachar wdme . de s a0 -
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